
DoP No: 

MLXCES-2017-F-050
Unique Identification code & description of the product type:

CFR-00373 CFR-00374 CFR-00375 CFR-00376 CFR-00377 CFR-00378 CFR-00380 CFR-00381 CFR-00382 CFR-00383
180580441 180580442 18050443 180580067 180580444 180580445 180580449 180580451 180580453 18058454
CFR-00385 CFR-00387 CFR-00388 CFR-00389 CFR-00390 CFR-00391 CFR-00392 CFR-00584 CFR-00585 CFR-00586
180580455 180580464 180580466 180580468 180580469 180580470 180580471 180580370 180580371 180580372
CFR-00588 CFR-00589
180580374 180580375

FIBRE CABLE TIGHT BUFFERED OM2, OM3, OM4 MULTI-MODE, OS2 SINGLE MODE 4-24F LSZH
Intended use:

Data communications cable for use in construction works subject to reaction to fire requirements.

Manufacturer:

Molex Connected Enterprise Solutions Sp. z.o.o.

83‐112 Lubiszewo

ul. Tczewska 2 Rokitki

Poland

Assessment and Verification of Consistency of Performance (AVCP) system: 

AVCP: 3

Harmonised Standard

EN 50575:2014+A1:2016

Notified Product Certification Body Name and Reference No.

3P : 2652

Declared Performance:

Reaction to Fire Euroclass:  Eca
Dangerous Substances: No Performance Declared.

Signed for and on behalf of the manufacturer by:

Name: Carol Harris

Position: Product Manager

Place: UK

Date: 14/06/2017

Web address of the DoP : http://www.molexces.com/about‐us/our‐compliance/cpr/

English

Declaration of Performance 

The performance of the product identified above is in conformity with the set of declared performances.  This declaration of performance is issued, in ac

with Regulation (EU) No. 305/2011, under the sole responsibility of the manufacturer identified above.



CFR-00384
180580247
CFR-00587
180580373

ccordance 


